
Description Profile Color Calculations Total
(A) DECRA Shingle Plus

20 panels per square
14-1/2” exposure

stone coated

Squares x 20 = Panels

(B1)
Shingle Plus Hip & Ridge (1)

As needed for hip, ridge & rake / gable
stone coated

14-1/2” exposure | 12-5/8” exposure

Linear Feet x 12 ÷ Exposure = Pieces

(B2) Shingle Rake/Gable Channel
For use along rakes/gables in place of 

Shingle Plus Hip & Ridge pieces
stone coated 6’6” Length

 Linear Feet ÷ 6.4 = Pieces

(C)
3.5” Fascia Metal (Eave) Flashing

stone coated
6’6” Length  

 Linear Feet ÷ 6.4 = Pieces
(Use 6.33 on a large job)

(D)
Side Flashing

Roof-to-Wall Counter Flashing
stone coated

6’6” Length

Linear Feet ÷ 6.4 = Pieces
 (When estimating account for overlap)

Shingle Plus End Cap
stone coated

As needed for closure at hip & rake / gable with 
Hip & Ridge Pieces (B1)

Flat Sheet
16” x 54”

stone coated

Underpan
Panel Width x 24”

(Use with Non-Lead Pipe Jacks)
aluminum-zinc alloy coated steel

Shingle Plus

n/a

1 per Roof Penetration

Shingle Valley
requires Shingle Valley Cap

6’6” Length
n/a

Linear Feet of Valley ÷ 6 = Pieces Needed
(Allow for 6” Overlap)

Valley Cap
stone coated 6’6” Length

= Total Linear Feet of Valley 
(no overlap)

Valley Metal
10’ Galvanized

(Alternative Valley)
Sourced locally

n/a

(When estimating account for overlap)

Color Coordinated Corrosion
Resistant Screws*

1/4” Hex x 1-1/2”

500 pc / bag
4 bags / box

1 Bag Per 2 Squares**

Touch Up Kit Bag of stone chip &  bottle of acrylic base coat
(Use to touch up pipe or vent penetrations, transitions, and panels)

DECRA Estimating Sheet (Without Battens)

Available colors:	 Canyon Brown, Fawn Grey, Midnight Eclipse, Vintage Slate, Woodland Green	
*CONSULT LOCAL BUILDING CODES.  HIGH WIND AREAS REQUIRE ADDITIONAL FASTENERS.  

**NON COLORED SCREWS CAN BE USED TO FASTEN PANELS TO DECK.
COPPER AND LEAD ACCESSORIES ARE NOT TO BE USED DUE TO DISSIMILAR METAL REACTION.

	

Project Name:					     Date:

PDETS0906-NB-07/10
This estimate is provided in good faith and should not be assumed to reflect the exact components required to roof this plan. 

DECRA Roofing Systems will not be held liable for the accuracy of this estimate.
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